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ESD Copper Glove with PU Fingertip Coating 
CN2E 

Product Data 
Sheet 
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PERFORMANCE 

 ESD property reached 10^4 - 10^5 Ω 

 Multiple wash-ability and remains the softness 

 Fingertip coating offers excellent grip 

 Excellent flexibility and dexterity minimizing hand fatigue 

 Breathable back of the hand to keep hands cool while working 

 

 

 

Article No. CN2E 

Coating Material PU fingertip 

Coating Color White 

Liner  Copper nylon mix 

Liner Color White 

Finishing Foamed 

Cuff Style Knit wrist 

Gauge 13 

Size 6,7,8,9,10,11,12 

 

APPLICATION 

 Electronics industry 

 General handling 
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CERTIFICATION     
 

 
 

 
 
 

 
 
For more information, please visit here 

 

DIMENSIONS (+/- 0.50 cm) 

Sizes Available (6) X Small (7) Small (8) Medium (9) Large (10) X Large (11) 2X Large (12) 3X Large 

Palm Width 8.50 9.00 9.50 10.00 10.50 11.00 11.50 

Total Length 21.50 22.50 23.50 24.50 25.50 26.50 27.50 

 

 
 

PACKING 

Poly bag  12 pairs per poly bag with 1 consumer information sheet 

Carton  10 ploy bags of 120 pairs per carton 

 

 
 

GLOVE CARE 

Laundering Wash at 40°C max, using a neutral detergent 

Storage Store the gloves in their original packaging protected from heat, light and humidity 

 

 

 

RECOMMENDATION FOR USE 
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 Do not use in cases of chemical, electrical, thermal or cut risk 

 Antistatic effect only applies if used together with other appropriate antistatic equipment (clothing, shoes, etc.) 
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